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ABSOLUTE AUCTION

Notice: The owners of D&M Contracting, Inc. have decided to liquidate surplus equipment utilized in their steel gas transmission pipeline services. Most of the equipment was 
purchased new and well maintained by D&M Contracting, Inc. All equipment is owned by D&M Contracting, Inc. and will sell to the highest bidder without minimums, reserves or 
buyers premiums!
Location: The auction will be conducted at a rental yard along Earl L. Core Road in Morgantown, West Virginia
GPS Navigation: 3214 Earl L. Core Road, Morgantown, West Virginia 26508
Directions: FROM INTERSTATE 68: Exit #4 (Sabraton) At end of off ramp follow to Route WV 7 East and proceed approximately (3/4 mile) and turn right (just past  
Circle K/Marathon Gas Station) Follow driveway around to sale site.
Online Bidding: Live internet bidding will be provided by Proxibid. Proxibid will charge an Internet Service Provider Fee of 5% to the successful internet bidder for items over 
$10,000 and 10% for items $10,000 and under, for each lot purchased on-line. All interested internet bidders are required to register w/Proxibid 24 hours prior to the auction at  
www.proxibid.com/hunyady or call 877-505-7770.
Terms: Payment in full is required on sale day by cash, certified funds, or check with a bank letter of guarantee. Sample letter of guarantee: “We hereby guarantee the payment of  
our customer ___________ written on his account up to __________ dollars for purchases at your auction sale on August 1, 2018”. All guaranteed checks should be made  
payable to Hunyady Auction Co.
Sales Tax: Since this contractor is selling items not normally sold in the course of his business, the state of West Virginia considers this an isolated sale and does not require  
the auction company to collect sales tax.
Financing: Financing is available, please contact Susan (215) 361-9099 at the auction company for details.
Inspection: Items will be available for inspection beginning one week prior to the auction from 8:00AM to 4:00PM or sale day morning beginning at 7:00AM. The site will be  
closed Saturday and Sunday, July 28th and 29th.
Removal: After complete payment, all sale items may be removed on sale day as long as the removal activity is not disruptive to the sale and only until 5:00PM. Items may  
also be removed Thursday and Friday, August 2nd and 3rd, and Monday and Tuesday, August 6th and 7th, from 8:00AM until 4:00PM. All items must be removed no later than  
Tuesday, August 7, 2018 by 4:00PM.

Sale Site Phone: (215) 361-9099 • Sale Site Fax: (215) 361-9212

D&M  
Contracting, Inc.

Full Photo Library Available

WV Auction License Nos: Michael J. Hunyady, #1196 • Timothy D. Schwer, #2021 
While information is believed to be accurate, all items will be sold “As-Is, Where-Is” without guarantee or warranty. A physical inspection is suggested.

6X6 TRUCK TRACTOR, 6X6 FLATBED TRUCKS, AND PIPE TRAILER

SANDBLAST POTS, CRANE/SWAMP MATS, AND MISCELLANEOUS

1990 BMY Model 
M931A2, 5 Ton, 6x6 Truck 
Tractor, powered by Cummins 
diesel engine and automatic 
transmission, equipped with 
stationary 5th wheel, tow 
package, spring suspension, 
onboard air compressor 
with air lines to tires, and 
395/85R20 tires. In good 
condition with good tires. (Title)

1992 BMY Model M923A2,  
5 Ton, 6x6 Flatbed Truck, powered by 
Cummins diesel engine and automatic 
transmission, equipped with 14’ steel 
flatbed body, spring suspension, 
tow package with air, onboard air 
compressor with air lines to tires,  
and 14.00R20 tires. In good condition 
with good tires. (No Title)

1992 BMY Model M923A2, 5 Ton, 6x6 Flatbed Truck, powered by Cummins diesel 
engine and automatic transmission, equipped with 14’ steel flatbed body with fold-down 
sides, spring suspension, tow package with air, onboard air compressor with air lines to 
tires, and 14.00R20 tires. In good condition with good tires. (No Title)

1990 BMY Model M923A2,  
5 Ton, 6x6 Flatbed Truck, powered 
by Cummins diesel engine and 
automatic transmission, equipped 
with 14’ steel flatbed body, spring 
suspension, tow package with air,  
and 14.00R20 tires. In good  
condition with good tires. (No Title)

1991 BMY Model M923A2,  
5 Ton, 6x6 Flatbed Truck, powered 
by Cummins diesel engine and 
automatic transmission, equipped 
with 14’ steel flatbed body with  
fold-down sides, tarp, tow package 
with air, onboard air compressor  
with air lines to tires, and 14.00R20 
tires. In good condition with good 
tires. (Title)

2012 MAGNOLIA Model Steer 
Pole, 67’ Extendable Rear Steer 
Pipe Trailer, equipped with 80,000# 
GVWR, spring suspension, ratchet 
straps, and 11R24.5 tires. In good 
condition with good tires.

(2) SCHMIDT Portable Sandblast Pots • Large Quantity Crane/Swamp Mats • (11 Pallets) 4”x6”x4’ Wood Blocks

`90 BMY AND `12 MAGNOLIA 67’

`92 BMY M923A2

`92 BMY M923A2

`91 BMY M923A2



ABSOLUTE AUCTION

NO MINIMUMS • NO RESERVES

PIPE LAYERS FUSION MACHINE AND PIPE BENDER

CRAWLER TRACTORS AND CRAWLER LOADER VACUUM PIPE LIFTERS AND SCREENING BUCKET

2009 CATERPILLAR Model D6K 
LGP Pipe Layer, s/n DHA01019, 
powered by Cat C6.6 diesel engine and 
hydrostatic transmission, equipped with 
2012 MIDWESTERN model M540C, s/n 
14A12089, 20’ side boom, front mounted 
material basket, drawbar, enclosed ROPS 
cab with heat and air conditioning, and 30” 
SBG pads. In good condition with good 
undercarriage. (Meter Reads 5,022 Hours) 
(Cab Doors Removed for Side Boom)

2009 CATERPILLAR Model D6K LGP 
Pipe Layer, s/n DHA01014, powered by 
Cat C6.6 diesel engine and hydrostatic 
transmission, equipped with 2012 
MIDWESTERN model M540C, s/n 14A12088, 
20’ side boom, front mounted material basket, 
drawbar, enclosed ROPS cab with heat and 
air conditioning, and 30” SBG pads. In good 
condition with good undercarriage. (Meter 
Reads 5,115 Hours) (Cab Doors Removed  
for Side Boom)

2012 MCELROY Model 
Tracstar 500, Series II 
(AT5034201) Crawler 
Fusion Machine, s/n 
C49710, powered by Kubota 
3 cylinder diesel engine and 
hydrostatic transmission, 
equipped with Pit Bull 500, 
9” rubber tracks. In good 
condition with good to very 
good tracks. (Meter Reads  
603 Hours) (Calibrated 2016) 

2010 DMI Model PBM 6”  
to 20” Portable Pipe Bender, 
s/n 2093, powered by cat C4.4 
diesel engine, with 11.00-16 tires. 
In good condition with good tires. 
(Meter Reads 404 Hours)  
(No Shoes)

2006 CATERPILLAR Model 
D6RXL, Series III Crawler 
Tractor, s/n HKE00156, powered 
by Cat C-9 diesel engine and 
powershift transmission, equipped 
with 6-way straight blade, drawbar, 
rear counterweight, differential 
steering, ROPS over enclosed cab 
with heat and air conditioning,  
and 24” SBG pads. In good 
condition with good undercarriage.  
(Meter Reads 3,371 Hours) 
(Purchased New)

1997 JOHN DEERE Model 850C 
WT, Series I Crawler Tractor, s/n 
835141, powered by JD diesel engine 
and hydrostatic transmission, equipped 
with 6-way straight blade, tow hitch, 
enclosed ROPS cab with heat and air 
conditioning, screens and sweeps, and 
SBG pads. In good condition with fair 
to good undercarriage. (Meter Reads 
4,419 Hours)

1997 CATERPILLAR Model 
963B Crawler Loader, s/n 
9BL01909, powered by Cat 3116 
diesel engine and hydrostatic 
transmission, equipped with  
general purpose loader bucket  
with teeth, enclosed ROPS cab  
with heat, and 22” DBG pads. 
In good condition with good 
undercarriage. (07,483 Hours)  
(Purchased New)

VACUWORX  
Model RC10  
Vacuum Pipe Lifter, 
s/n RC1000445,  
powered by Kohler  
diesel engine. In good 
condition. (Meter Reads 
0,242 Hours) (Fits Cat 
320) (Lifting Pads 
Sold Separately)

VACUWORX Model RC10 Vacuum 
Pipe Lifter, s/n RC1000310, powered by 
Kohler diesel engine. In good condition. 
(Meter Reads 0,480 Hours) (Fits Cat 320) 
(Lifting Pads Sold Separately)

(2 Sets) 12” and (1 Set) 20” Pipe 
Lifting Pads (Vacuworx) (Sold Separately)

2012 ALLU Model DH3-17,  
68” Hydraulic Screening Bucket,  
s/n DH31712189. In good condition.  
(Fits Cat 320)

`09 CAT D6K LGP `12 MCELROY TRACSTAR 500 SERIES II

`06 CAT D6RXL III

`97 CAT 963B

(2) VACUWORX RC10 (PADS SOLD SEPARATELY)

`12 ALLU SCREENING BUCKET

`09 CAT D6K LGP `10 DMI PBM 6” TO 20”

`97 JOHN DEERE 850C WT SERIES I

VACUWORX LIFTING PADS



MORGANTOWN, WEST VIRGINIA

HYDRAULIC EXCAVATORS

SKID STEER LOADER, CRAWLER DUMP, AND TOW BEHIND BROOM

2006 CATERPILLAR Model 
330CL Hydraulic Excavator, s/n 
DKY04485, powered by Cat C-9 
diesel engine and hydraulic drive, 
equipped with 11’ dipper stick, 
digging bucket, hydraulic coupler, 
auxiliary hydraulics, enclosed cab 
with heat and air conditioning, and 
31.5” SBG and 33.5” TBG alternating 
pads. In good condition with good 
undercarriage. (Meter Reads 06,776 
Hours) (Purchased New)

2005 CATERPILLAR Model 330CL 
Hydraulic Excavator, s/n DKY03930, 
powered by Cat C-9 diesel engine 
and hydraulic drive, equipped with 11’ 
dipper stick, digging bucket, hydraulic 
coupler, auxiliary hydraulics, enclosed 
cab with heat and air conditioning, and 
31.5” SBG and 33.5” TBG alternating 
pads. In good condition with good 
undercarriage. (Meter Reads 07,019 
Hours) (Purchased New)

2004 CATERPILLAR Model 330CL 
Hydraulic Excavator, s/n DKY01697, 
powered by Cat C-9 diesel engine and 
hydraulic drive, equipped with 11’ dipper 
stick, digging bucket, hydraulic coupler, 
auxiliary hydraulics, enclosed cab with 
heat, and 31.5” SBG and 33.5” TBG 
alternating pads. In good condition  
with good undercarriage. (Meter Reads  
10,492 Hours) (Purchased New)

2003 CATERPILLAR Model 330CL 
Hydraulic Excavator, s/n DKY00952, 
powered by Cat C-9 diesel engine and 
hydraulic drive, equipped with 11’ dipper 
stick, digging bucket, hydraulic quick 
coupler, auxiliary hydraulics, enclosed 
cab with heat, and 33.5” TBG pads.  
In good condition with good 
undercarriage. (Meter Reads  
07,906 Hours) (Purchased New)

2006 CATERPILLAR Model 325C 
LCR Hydraulic Excavator, s/n 
BKW00390, powered by Cat diesel 
engine and hydraulic drive, equipped 
with 10’6” dipper stick, digging 
bucket, hydraulic coupler, auxiliary 
hydraulics, enclosed cab with heat and 
air conditioning, and 33.5” TBG pads 
(with 1 built up grouser on alternating 
pads). In good condition with good 
undercarriage. (Meter Reads 11,270 
Hours) (Purchased New)

2005 CATERPILLAR Model 320C LU 
Hydraulic Excavator, s/n PAC00732, 
powered by Cat diesel engine and hydraulic 
drive, equipped with 9’6” dipper stick, 
digging bucket, hydraulic coupler, auxiliary 
hydraulics, enclosed cab with heat and air 
conditioning, and 31.5” TBG pads (with 1 
built up grouser on alternating pads). In good 
condition with good undercarriage. (Meter 
Reads 07,320 Hours) (Purchased New)

2005 CATERPILLAR Model 320C LU 
Hydraulic Excavator, s/n PAC00733, 
powered by Cat diesel engine and hydraulic 
drive, equipped with 9’6” dipper stick, 
digging bucket, Cat hydraulic coupler, 
auxiliary hydraulics, enclosed cab with heat 
and air conditioning, and 31.5” TBG and 
SBG alternating pads. In good condition 
with good undercarriage. (Meter Reads 
08,829 Hours) (Purchased New)

2003 CATERPILLAR Model 320C LU 
Hydraulic Excavator, s/n PAC00374, 
powered by Cat diesel engine and 
hydraulic drive, equipped with 9’6” dipper 
stick, digging bucket, hydraulic coupler, 
auxiliary hydraulics, enclosed cab with 
heat and air conditioning, and 31.5” 
TBG pads. In good condition with good 
undercarriage. (Meter Reads 09,186 Hours) 
(Purchased New)

2012 CATERPILLAR Model 
262C Skid Steer Loader, 
s/n MST05238, powered by Cat 
C3.4 diesel engine and 2 speed 
hydrostatic transmission, equipped 
with general purpose loader bucket, 
high flow auxiliary hydraulics, 
hydraulic coupler, enclosed cab 
with heat and air conditioning, and 
12-16.5 tires. In good condition 
with good tires. (Meter Reads 
2,710 Hours) (Purchased New) 

MOROOKA Model MST-800 Crawler Dumper/Tack Wagon, s/n 2760, powered 
by Mitsubishi 4 cylinder diesel engine and hydrostatic transmission, equipped with  
8’8” dump body with fold down sides, welding lead stands, tow hitch, and 23.5”  
rubber tracks. In fair to good condition with good tracks. (Meter Reads 4,429 Hours)

2008 SWEEPSTER Model TBH8M3PPA01, 8’ Tow Behind Broom, s/n 0804003, 
powered by Kubota 4 cylinder diesel engine, equipped with umbilical remote and 
215/85R16 tires. In good condition with good tires. (Meter Reads 0,524 Hours)

`06 CAT 330CL `06 CAT 325C LCR

`04 CAT 330CL `05 CAT 320C LU

`12 CAT 262C
`08 SWEEPSTER 8’

`05 CAT 330CL `05 CAT 320C LU

`03 CAT 330CL `03 CAT 320C LU

MOROOKA MST-800
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